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1. Introduction 
Thank you for choosing a Hercules 

Carparking Systems product. The Angle 

stacker is a dependent system, i.e. the 

bottom space must be empty in order to 

allow the car in the top space to enter or 

exit. 

The Angle Stackers are hydraulic based 

systems. User caution should always be 

exercised when using the machine. 

1.1. System information 
- Suitable for areas with low ceiling heights. 

- Galvanized structure and platform. 

- 10- or 15-degree tilting platform (depending on your model). 

- Dual hydraulic lifting cylinders powered by direct drive. 

- Individual hydraulic power pack and control panel. 

- Structure is self-supporting. 

- Can be moved or relocated if required. 

- 2,000kg lifting capacity (depending on your model). 

- Electric key switch for security and safety. 

- Automatic shut-off if operator releases the key switch. 

- Both electric and manual lock release available (depending on your model). 

- Maximum lifting height is adjustable depending on available ceiling height. 

- Mechanical anti-drop lock installed for the top carpark in case of system/user error. 

- Hydraulic overloading protection as standard. 

 

1.2. General Parts 

1. Upper Platform 

2. Column 

3. Control Arm 

4. Hydraulic Cylinder 

5. Pump Cover  

             (Power Unit Inside)  

6. Limit Switch 

7. Left Foot 

8. Safety Lock 

9. Balance Shaft 

10. Wheel Stop 

11. Right Foot 

12. Control Box  
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2. Operation Procedure 

 
Before operating the machine, ensure there are no persons nearby or in contact 

with the machine. 

 

 

Insert and turn the key to use the machine. 

 

To park your car: 
Drive your car onto the platform. Once the car is parked, engage the 
handbrake, ensure the antenna is lowered, all windows are closed. 
Exit the car and turn the stacker key clockwise. The platform will then rise. 

Wait until the platform has reached its highest position and turn the stacker 

key shortly counter-clockwise to ensure the safety hook is engaged. 

To remove your car: 
Turn the key first clockwise to release the safety hook, before turning it 
counter-clockwise and the platform will lower into place. A warning light will 
flash when the machine is in operation to warn people nearby. Only once the 
car is in position can you remove the key. Do not drive your car onto the 
platform when it is moving. 

 
 

 
ATTENTION ALL USERS 
 

▪ ONLY TRAINED USERS CAN OPERATE THE EQUIPMENT. Please contact your Owner’s 
Corporation to have training organised. 

▪ Before operating the equipment, ensure there are no people in the vicinity of any of the moving 
parts of the machine. 

▪ No one is to enter the area except for the driver of the car. 
▪ When parking, use caution. Slowly drive onto the platform into the correct parking position, turn 

the car off, engage the handbrake, close all windows and close all doors. 
▪ If there is any abnormal operation of the machine, please contact our office on 1800 649 603. 
▪ The system is not to be used by any drivers who are under the influence of alcohol, drugs or 

any other illicit substances. 
▪ Hercules Carparking Systems will take no responsibility for users parking cars not suitable for 

the system and causing damage or failure of the system. 
▪ No flammable goods are to be used or stored around the equipment.   
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3. Maintenance Checklist 

✓ General condition of machine 

✓ Main structural members 

✓ All bolt fixings 

✓ grease all bearings and sliding parts 

✓ Check for any deformation in the platforms 

✓ Check the hydraulic lifter 

✓ Check the platform arms 

✓ Check for any leakage of hydraulic fluid 

✓ Confirm the transmission is running correctly 

✓ Check condition of the pulley 

✓ Check for any deformation of the pulley 

✓ Check the limit switch is set correctly 

✓ Adjust the balance of platform 

✓ Check/replace the hydraulic fluid 

✓ Check the power unit for any unusual noise 

✓ Check if the oil hose is worn 

✓ Check if the steel brake cable is worn 

✓ Check the anti-drop hook 

✓ Check if wire insulation or any conduit is worn 

✓ Confirm all indicator lights are running normally 
 

4. Basic Troubleshooting 
Issue Reason Solution 

No Power 
Power Switch Tripped Switch the Machine On 

Key Switch is turned to OFF Turn key switch to ON and the 
power light will turn on 

Lights are not working 
Power light and warning lights 
are not turning on 

Replace the lights 

Switch Failure 
Control box switch fails Change the switch 

Limit switch fails Repair or change the limit switch 

Platform will not stop in 
correct position 

Limit switch set to an incorrect 
setting 

Adjust the limit switch settings 

Platform is blocked Clear the blockage 

Platform not locked in 
correct position 

Limit switch displaced Adjust the position of the limit 
switch 

Limit switch fails Repair and change limit switch 

 


